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Manual Stage

X-axis Z-axis

Slide guide stage Z-axis mount Laboratory jack

Load capacity 15kgf
Stroke 128mm

Load capacity 15kgf
Stroke 234mm

Load capacity 10kgf
Stroke 70mm

B15 series B34 series B35 series

P.2-091 P.2-093 P.2-094

Cross Roller Guide Stage Guidance/Lineup

Series
Stage table 

size
(mm) 

Travel 
distance per 

rotation
(mm) 

Load 
capacity

kgf
[N] 

Material

B11 series
(Light and high precision) 25 0.25 0.5 1

[9.8] 

Aluminum

40

0.25 1.0

2
[19.6] 

60 5
[49.0] 

80

0.5 1.0

10
[98.0] 

100 15
[147] 

120 20
[196] 

B27-100 series

100 0.5 6.5
[63.7] Aluminum

B12 series (Long stroke) 
25×60

3

2
[19.6] 

Aluminum

60×110 8
[78.4] 

B10 series (High resolution) 
60

0.5

5
[49.0] 

Aluminum

80 6
[58.8] 

B33 series
(Aluminum horizontal Z) 25

Approx.0.5

1
[9.8] 

Aluminum

40 2
[19.6] 

60 4
[39.2] 

70 4
[39.2] 

80 3
[29.4] 

Light weight and high precision stages
Various line up

[Features]

*Amount shows for single axis

■Mechanism

■Linear-motion series

■Horizontal Z series

Light
weight

Long
stroke

High
resolution

B11 series: Light weight and high precision 
with aluminum material.

B12 series: Available long stroke more 
than square type.

B10 series: Available coarse-fine operation
(0.5μm/scale) with two of 
micrometers.

V groove and roller line
(90degree each)

・ Table surface goes up and down horizontally.
・ We offer a wide range of variation such as size, materials, 
 thin type, high rigidity.

・ Lever type: B33 series
 A structure to transmit 

feeding of the micrometer 
using leverage.

・ Push up the micrometer 
directly: B37-60  
・ Moving a table up/down directly 

with micrometer.
 Long stroke motion and high load 

capacity are possible in 
comparison with the leverage.

　　　 Linear ball guide type BHE series also lined-upLow price

P.2-055～

Misc.(stage other than cross roller)

 (      ) 



2
062

Series
Stage 

table size
(mm) 

Stroke (X-axis/mm) Axis configuration Listing page

5 10 15 20 30 40 50 X XY Thin type XY Z Horizontal Z XZ Horizontal XZ XYZ Horizontal thin 
type XYZ Horizontal XYZ

B11

25
P.2-063 P.2-069 P.2-079 P.2-080 P.2-081

40
P.2-063 P.2-069 P.2-073 P.2-079 P.2-080 P.2-081

60
P.2-063 P.2-069 P.2-073 P.2-079 P.2-080 P.2-081

80
P.2-065 P.2-071 P.2-075 P.2-079 P.2-080 P.2-081

100
P.2-065 P.2-071 P.2-075

120
P.2-065 P.2-071

B27 100

P.2-077

B12

25×60
P.2-067

60×110
P.2-067

B10

60
P.2-087 P.2-088 P.2-089 P.2-090

80
P.2-087 P.2-088 P.2-089 P.2-090

B33

25
P.2-082 P.2-084 P.2-086

40
P.2-082 P.2-084 P.2-085 P.2-086

60
P.2-082 P.2-084 P.2-085 P.2-086

70
P.2-083

80
P.2-083 P.2-084 P.2-085 P.2-086
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Manual Stage

Specification

Standard micrometer Coarse-fine micrometer Standard Opposite attached 
micrometer

Vertically attached 
micrometer

Standard micrometer
(P=0.5mm) 

Feeding screw
(Knob) 

(P 0.5mm) 

Feeding screw
(Knob) 

(P 0.25mm) 

Feeding screw
(Hex wrench) 

(P 0.25mm) 

Code A/C
Center/Side

B/D
Center/Side Blank R Z Blank 1 FP FH

B11-25CN B11-40C B11-60C

X-axis Cross Roller Guide Stage 25/ 40/ 60: B11-25/40/60

1 Stage table size 2 Feeding position 3 Operating position

25 25×25mm
40 40×40mm
60 60×60mm

SPEC
Model B11-25AN B11-25CN B11-40A B11-40C B11-60A B11-60C
(Opposite hand) B11-25ARN B11-25CRN B11-40AR B11-40CR B11-60AR B11-60CR
Feeding Type Standard micrometer
Feeding position Center Side Center Side Center Side
Minimum reading of micrometer 10μm/Scale
Stage table size 25×25mm 40×40mm 60×60mm
Travel distance ±3.2mm ±6.5mm
Guide Cross roller guide
Load capacity 1.Okgf [9.8N] 2.0kgf [19.6N] 5.0kgf [49.0N] 

Travel accuracy
Straightness Within 3μm
Pitching Within 30 Within 25
Yawing Within 30 Within 15

Allowable load for 
moment

Pitch 1.1N m 2.7N m 5.2N m
Yaw 0.8N m 2.2N m 4.3N m
Roll 0.4N m 2.0N m 5.5N m

Moment rigidity
Pitch 3.03 /N cm 0.38 /N cm 0.12 /N cm
Yaw 2.85 /N cm 0.42 /N cm 0.11 /N cm
Roll 1.80 /N cm 0.28 /N cm 0.07 /N cm

Parallelism Within 30μm
Motion parallelism Within 10μm
Weight 0.04kg 0.14kg 0.25kg
Main material Surface finishing Aluminum−Black alumite processing
Provided screws (Hex socket screws) 4 of M2 6 4 of M3 6 4 of M4 6

Features
Table size 25 40 60mm cross roller guide stage.
Main body is light weight by aluminum-made. 
Available each option.

Not available 25 for B or D

Select the option code as below.

Optional sample
Please refer to optional introduction pages for details. P.2-009

*The photo is for illustrative purpose only.

Precise positioning Space-saving Prevention error
Coarse-fine micrometer Feeding screw hexagonal wrench operation

Image is for 25.Not available 25.

B11-25CRN
B11- CR  

1  Model Option code

321 4

Minimum reading 
capability 

0.5μm

Not available when  
select B or D
Not available  

combination use R

Not Z

A

C

B

D

4 Feeding type (Not available feeding position B/D when 
selecting) 
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CAD

3D・2D

B11-25AN

B11-40A

B11-60A

B11-25CN

B11-40C

B11-60C

Dimensional outline drawings
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Manual Stage

Specification

Standard micrometer Coarse-fine micrometer Standard Opposite attached micrometer Vertically attached micrometer

Code A/C
Center/Side

B/D
Center/Side Blank R Z

B11-80C B11-100C B11-120C

X-axis Cross Roller Guide Stage 80/ 100/ 120: B11-80/100/120

1 Stage table size

80 80×80mm
100 100×100mm
120 120×120mm

SPEC
Model B11-80A B11-80C B11-100A B11-100C B11-120A B11-120C
(Opposite hand) B11-80AR B11-80CR B11-100AR B11-100CR B11-120AR B11-120CR
Feeding Type Standard micrometer
Feeding position Center Side Center Side Center Side
Minimum reading of micrometer 10μm/Scale
Stage table size 80×80mm 100×100mm 120×120mm
Travel distance ±12.5mm ±25mm
Guide Cross roller guide
Load capacity 10.Okgf [98.0N] 15.0kgf [147.0N] 20.0kgf [196.0N] 

Travel accuracy
Straightness Within 3μm
Pitching Within 25 Within 50
Yawing Within 15 Within 30

Allowable load for 
moment

Pitch 19.2N m 36.0N m 57.2N m
Yaw 15.1N m 30.0N m 44.7N m
Roll 17.3N m 33.0N m 66.7N m

Moment rigidity
Pitch 0.05 /N cm 0.06 /N cm 0.03 /N cm
Yaw 0.05 /N cm 0.07 /N cm 0.02 /N cm
Roll 0.04 /N cm 0.05 /N cm 0.01 /N cm

Parallelism Within 30μm
Motion parallelism Within 10μm
Weight 0.5kg 0.7kg 1.6kg
Main material Surface finishing Aluminum−Black alumite processing
Provided screws (Hex socket screws) 4 of M4 6 4 of M4 10

Features
Table size 80 100 120mm cross roller guide stage.
Main body is light weight by aluminum-made. 
Available each option.

Select the option code as below.

Optional sample
Please refer to optional introduction pages for details. P.2-009

*The photo is for illustrative purpose only.

Precise positioning
Coarse-fine micrometer

Stroke is ±6.5mm.
Not available 120.

B11- CR
1  Model Option code

321

Travel distance ±6.5mm
Minimum reading capability 0.5μm

Not available 120

Not available when select B or D
Not available combination use R

Not available 100 120

A C B D

2 Feeding position 3 Operating position
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B11-80A

B11-100A

B11-120A

B11-80C

B11-100C

B11-120C

Dimensional outline drawings
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Manual Stage

X-axis Long Stroke Cross Roller Guide Stage: B12-25 (25×60) /60 (60×110) 

SPEC
Model B12-25A B12-25B B12-60A B12-60B
(Opposite hand) B12-25AR B12-25BR
Stage table size 25×60mm 60×110mm
Travel distance ±6.5mm Coarse motion ±6.5mm  Micromotion ±0.1mm Coarse motion ±20mm  Micromotion ±6.5mm
Minimum reading of micrometer 10μm/Scale Micromotion 0.5μm/Scale 10μm/Scale Micromotion 0.5μm/Scale
Guide Cross roller guide
Load capacity 2.0kgf [19.6N] 8.0kgf [78.4N] 

Travel accuracy
Straightness 3μm
Pitching 25
Yawing 15

Allowable load for 
moment

Pitch 3.8N m 8.1N m
Yaw 3.2N m 7.0N m
Roll 1.5N m 5.3N m

Moment rigidity
Pitch 0.19 /N cm 0.02 /N cm
Yaw 0.19 /N cm 0.03 /N cm
Roll 1.38 /N cm 0.07 /N cm

Parallelism 30μm
Motion parallelism 10μm
Weight 0.1kg 0.2kg 0.8kg
Main material Surface finishing Aluminum−Black alumite processing
Provided screws (Hex socket screws) 2 of M4 6 Hex recessed round head screw   10 of M4 6

B12-60B

B12-25B

B12-25A

B12-60A

Features
High accuracy long stroke stage of cross roller guide.
Longer stroke than stages with the table size 25mm or 60mm.
Selectable coarse-fine micrometer.

B12-60 series
Movable 40mm stroke using coarse motion knob. (3mm per rotation)
Adjustable range of 6.5mm by using a micromotion micrometer.

Coarse motion knob

Micromotion micrometer
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B12-25A

B12-60A

B12-60B

B12-25B

Dimensional outline drawings
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Manual Stage

1  Model Option code

Specification

Standard micrometer Coarse-fine micrometer

Minimum reading capability 0.5μm

Standard Opposite attached micrometer Standard 
micrometer

(P 0.5mm) 

Feeding screw
(Knob) 

(P 0.5mm) 

Feeding screw
(Knob) 

(P 0.25mm) 

Feeding screw
(Hex wrench) 

(P 0.25mm) 

Code A/C
Center/Side

B/D
Center/Side Blank R Blank 1 FP FH

B21-25AN B21-40A B21-60A

XY-axis Cross Roller Guide Stage 25/ 40/ 60: B21-25/40/60

SPEC
Model B21-25AN B21-25CN B21-40A B21-40C B21-60A B21-60C
(Opposite hand) B21-25ARN B21-25CRN B21-40AR B21-40CR B21-60AR B21-60CR
Stage table size 25×25mm 40×40mm 60×60mm
Feeding Type Standard micrometer
Feeding position Center Side Center Side Center Side
Travel distance ±3.2mm ±6.5mm
Minimum reading of micrometer 10μm/Scale
Guide Cross roller guide
Load capacity 1.0kgf [9.8N] 1.8kgf [17.6N] 4.5kgf [44.1N] 

Travel accuracy
Straightness Within 3μm
Pitching Within 30 Within 25
Yawing Within 30 Within 15

Allowable load for 
moment

Pitch 0.4N m 2.0N m 5.2N m
Yaw 0.8N m 2.2N m 4.3N m
Roll 0.4N m 2.0N m 5.2N m

Moment rigidity
Pitch 4.83 /N cm 0.66 /N cm 0.19 /N cm
Yaw 5.70 /N cm 0.84 /N cm 0.22 /N cm
Roll 4.83 /N cm 0.66 /N cm 0.19 /N cm

Parallelism Within 60μm
Motion parallelism Within 20μm
Squareness Within 10μm
Weight 0.08kg 0.3kg 0.52kg
Main material Surface finishing Aluminum Black alumite processing
Provided screws (Hex socket screws) 4 of M2 6 4 of M3 6 4 of M4 6

Model B21- 25AN 25CN 40A 40C 60A 60C Reference page
X,Y B11- 25AN 25CN 40A 40C 60A 60C P.2-063

Features
Table size 25 40 60mm cross roller guide stage XY-axis combination type.
Main body is light weight by aluminum-made. 
Available each option.

* R (opposite-hand) means configuration for X or Y axis of R.

Optional sample

Configuration

Please refer to optional introduction pages for details. P.2-009
*The photo is for illustrative purpose only.

Precise positioning Space-saving Prevention error
Coarse-fine micrometer Feeding screw hexagonal wrench operation

The photo shows 25.Not available 25.

1 Stage table size

25 25×25mm
40 40×40mm
60 60×60mm

Select the option code as below.

B21-25CRN
B21- CR

321 4

A C B D

Not available 25 for B or D.

2 Feeding position 3 Operating position 4 Feeding type (Not available feeding position B/D 
when selecting) 
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CAD

3D・2D

B21-25AN B21-25CN

B21-40A B21-40C

B21-60A B21-60C
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Manual Stage

B21-80A B21-100A B21-120A

XY-axis Cross Roller Guide Stage 80/ 100/ 120: B21-80/100/120

SPEC
Model B21-80A B21-80C B21-100A B21-100C B21-120A B21-120C
(Opposite hand) B21-80AR B21-80CR B21-100AR B21-100CR B21-120AR B21-120CR
Stage table size 80×80mm 100×100mm 120×120mm
Feeding Type Standard micrometer
Feeding position Center Side Center Side Center Side
Travel distance ±12.5mm ±25mm
Minimum reading of micrometer 10μm/Scale
Guide Cross roller guide
Load capacity 9.5kgf [93.1N] 14.3kgf [140.1N] 18.4kgf [180.3N] 

Travel accuracy
Straightness Within 3μm
Pitching Within 25
Yawing Within 15

Allowable load for 
moment

Pitch 17.3N m 33.0N m 57.2N m
Yaw 15.1N m 30.0N m 44.7N m
Roll 17.3N m 33.0N m 57.2N m

Moment rigidity
Pitch 0.09 /N cm 0.11 /N cm 0.04 /N cm
Yaw 0.10 /N cm 0.14 /N cm 0.04 /N cm
Roll 0.09 /N cm 0.11 /N cm 0.04 /N cm

Parallelism Within 60μm
Motion parallelism Within 20μm
Squareness Within 10μm
Weight 1.0kg 1.4kg 3.2kg
Main material Surface finishing Aluminum−Black alumite processing
Provided screws (Hex socket screws) 4 of M4 6 4 of M4 10

Model B21- 80A 80C 100A 100C 120A 120C Reference page
X,Y B11- 80A 80C 100A 100C 120A 120C P.2-065

Features
Table size 80 100 120mm cross roller guide stage XY-axis combination type.
Main body is light weight by aluminum-made. 
Available each option.

* R (opposite-hand) means configuration for X or Y axis of R.

Optional sample

Configuration

*The photo is for illustrative purpose only.

Precise positioning
Coarse-fine micrometer

Stroke is ±6.5mm.
Not available 120.

Select the option code as below.

B21- CR
1  Model

Option 
code

321

Please refer to optional introduction pages for details. P.2-009

1 Stage table size

80 80×80mm
100 100×100mm
120 120×120mm

Specification

Standard micrometer Coarse-fine micrometer Standard Opposite attached micrometer

Code A/C
Center/Side

B/D
Center/Side Blank R

A C

Travel distance±6.5mm
Minimum reading 0.5μm
※Not available □120

B D

2 Feeding position 3 Operating position
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Manual Stage

Thin Type XY-axis Cross Roller Guide Stage 40/ 60: B23-40/60

SPEC
Model B23-40A B23-40C B23-40D B23-60A B23-60C B23-60D
(Opposite hand) B23-40AR B23-40CR B23-40DR B23-60AR B23-60CR B23-60DR
Stage table size 40×40mm 60×60mm
Feeding position Center Side Center Side

Travel distance ±6.5mm Coarse motion ±6.5mm
Micromotion ±0.1mm ±6.5mm Coarse motion ±6.5mm

Micromotion ±0.1mm

Minimum reading of micrometer 10μm/Scale Micromotion 
0.5μm/Scale 10μm/Scale Micromotion 

0.5μm/Scale
Guide Cross roller guide
Load capacity 1.0kgf [9.8N] 3.0kgf [29.4N] 

Travel accuracy
Straightness 3μm
Pitching 40
Yawing 20

Allowable load for 
moment

Pitch 0.7N m 2.3N m
Yaw 0.8N m 1.9N m
Roll 0.7N m 2.3N m

Moment rigidity
Pitch 0.57 /N cm 0.19 /N cm
Yaw 0.50 /N cm 0.13 /N cm
Roll 0.64 /N cm 0.15 /N cm

Parallelism 50μm
Motion parallelism 20μm
Squareness 10μm
Weight 0.2kg 0.3kg 0.4kg 0.5kg
Main material−Surface finishing Aluminum−Black alumite processing
Provided screws (Hex socket screws) 4 of M3 10 4 of M4 10

B23-40A B23-40C B23-40D

Features
X and Y-axis integrated structure stage of cross roller guide.
Reduce 18mm of thickness in comparison with XY-axis combination.
Available opposite type.
Available coarse-fine type.

B23-60A B23-60C B23-60D
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Manual Stage

B23-80A

B23-100A B23-100C B23-100D

B23-80C B23-80D

Thin Type XY-axis Cross Roller Guide Stage 80/ 100: B23-80/100

SPEC
Model B23-80A B23-80C B23-80D B23-100A B23-100C B23-100D
(Opposite hand) B23-80AR B23-80CR B23-80DR — — —
Stage table size 80×80mm 100×100mm
Feeding position Center Side Center Side

Travel distance ±12.5mm Coarse motion ±6.5mm 
Micromotion ±0.1mm ±12.5mm Coarse motion ±6.5mm 

Micromotion ±0.1mm

Minimum reading of micrometer 10μm/Scale Micromotion 
0.5μm/Scale 10μm/Scale Micromotion 

0.5μm/Scale
Guide Cross roller guide
Load capacity 4.0kgf [39.2N] 

Travel accuracy
Straightness 3μm
Pitching 40
Yawing 20

Allowable load for 
moment

Pitch 5.1N m
Yaw 4.2N m
Roll 5.1N m

Moment rigidity
Pitch 0.13 /N cm 0.08 /N cm
Yaw 0.13 /N cm 0.10 /N cm
Roll 0.11 /N cm 0.08 /N cm

Parallelism 50μm
Motion parallelism 20μm
Squareness 10μm
Weight 0.7kg 1.08kg
Main material Surface finishing Aluminum−Black alumite processing
Provided screws (Hex socket screws) 4 of M4 10

Features
X and Y-axis integrated structure stage of cross roller guide.
Reduce 18mm of thickness in comparion with XY-axis combination.
Available coarse-micromotion type.
Available opposite type for table size 80mm.
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Manual Stage

Transmission Hole Type XY-axis Cross Roller Guide Stage 100: B27-100

SPEC
Model B27-100A B27-100B B27-100C B27-100D
(Opposite hand) B27-100AR B27-100BR B27-100CR B27-100DR
Stage table size 100×100mm
Feeding position Center Side
Travel distance ±12.5mm Coarse motion ±6.5mm  Micromotion ±0.1mm ±12.5mm Coarse motion ±6.5mm  Micromotion ±0.1mm
Minimum reading of micrometer 10μm/Scale Micromotion 0.5μm/Scale 10μm/Scale Micromotion 0.5μm/Scale
Guide V-groove rail and cross roller
Load capacity 6.5kgf [63.7N] 

Travel accuracy
Straightness 3μm
Pitching 25
Yawing 15

Allowable load for 
moment

Pitch 4.6N m
Yaw 3.9N m
Roll 4.6N m

Moment rigidity
Pitch 0.07 /N cm
Yaw 0.08 /N cm
Roll 0.10 /N cm

Parallelism 50μm
Motion parallelism 20μm
Squareness 10μm
Weight 1.0kg
Main material Surface finishing Aluminum−Black alumite processing
Provided screws (Hex socket screws) 4 of M4 14

B27-100A

B27-100CR

B27-100DR

B27-100B

B27-100C

B27-100D

Features
X and Y-axis integrated structure stage with transmitted hole.
Transmission hole is 50mm. Can be kept 40 when move to XY direction. Effective diameter is 40 in case of travel distance ±12.5mm.
Available coarse-micromotion type.
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Manual Stage

B31- A (Feeding positionA) 

Z-axis Cross Roller Guide Stage 25 80: B31-25/40/60/80

 Stages combining X-axis cross roller guide and Z-axis bracket.
 Main body is light weight by aluminum-made. 
 Selectable feeding position center pushing or side pushing.

B31- C (Feeding positionC) B31- CU (Feeding positionCU) 
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Model B31- 25AN 25CN 25CNU References 40A 40C 40CU References 60A 60C 60CU References 80A 80C 80CU References

X B11- 25ANZ 25CN 25CNZ P.2-063 40AZ 40C 40CZ P.2-063 60AZ 60C 60CZ P.2-063 80AZ 80C 80CZ P.2-065

Bracket A47-1N P.2-179 A47-4 A47-106 P.2-179 A47-5 P.2-180 A47-6 A47-7 A47-6 P.2-180

Configuration

SPEC Main material:Aluminum Surface finishing:Black alumite processing

Model Feeding position Travel distance 
(mm) Load capacity

Travel accuracy (Within) Allowable load for moment (N m) Moment rigidity ( /N cm) Verticality
(Within) 

Motion varticality 
(Within) 

Weight 
(kg) 

Provided screws 
(Hex socket screws) Straightness Pitching Yawing Pitch Yaw Roll Pitch Yaw Roll

B31

25 A: Center
C: Side looks down
CU: Side looks up

 Minimum reading of 
micrometer  
 10μm/Scale

±3.2 0.5kgf [4.9N] 

3μm

30 30 1.1 0.8 0.4 3.03 2.85 1.80 50μm 15μm 0.06 4 of M2 8

40
±6.5

1.0kgf [9.8N] 

25 15

2.7 2.2 2.0 0.38 0.42 0.28

80μm 30μm

0.2 4 of M3 8

60 2.0kgf [19.6N] 5.2 4.3 5.5 0.12 0.11 0.07 0.45
4 of M4 12

80 ±12.5 5.0kgf [49N] 19.2 15.1 17.3 0.05 0.05 0.04 0.80

Select the option code as below.

B31- C
1  Model

Option 
code

21

Specification

Center feeding 
position

Side looks down Side looks up

Code A
25 AN

C
25 CN

CU
25 CNU

2 Feeding position1 Stage table size

25 25×25mm

40 40×40mm

60 60×60mm

80 80×80mm
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B61- A (Feeding positionA) B61- C (Feeding positionC) 

XZ-axis Cross Roller Guide Stage 25 80: B61-25/40/60/80

Stages combining X and Z-axis cross roller guide.
Main body is light weight by aluminum-made. 
Selectable feeding position center pushing or side pushing.
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Dimensional outline drawings

SPEC Main material:Aluminum Surface finishing:Black alumite processing

Model Feeding position Travel distance 
(mm) Load capacity

Allowable load for moment (N m) Moment rigidity  ( /N cm) Verticality
(Within) 

Motion varticality 
(Within) 

Weight
(kg) 

Provided screws
(Hex socket screws) Pitch Yaw Roll Pitch Yaw Roll

B61

25 A: Center   
C: Side

Minimum reading 
of micrometer
10μm/Scale

±3.2 0.5kgf [4.9N] 1.1 0.4 0.4 6.06 4.65 4.65 80μm 25μm 0.1 4 of M2 6

40
±6.5

1.0kgf [9.8N] 2.7 2.0 2.0 0.76 0.70 0.70

110μm 40μm

0.37 4 of M3 6

60 2.0kgf [19.6N] 5.2 4.3 4.3 0.24 0.18 0.18 0.71
4 of M4 6

80 ±12.5 5.0kgf [49N] 19.2 15.1 15.1 0.10 0.09 0.09 1.32 C:1.45

Configuration
Model B61- 25AN 25CN References 40A 40C References 60A 60C References 80A 80C References

Z B31- 25AN 25CN P.2-079 40A 40C P.2-079 60A 60C P.2-079 80A 80C P.2-079

X B11- 25AN 25CN P.2-063 40A 40C P.2-063 60A 60C P.2-063 80A 80C P.2-065

Select the option code as below.

B61- C
1  Model

21

Specification

Center feeding 
position

Side looks down

Code A
25 AN

C
25 CN

1 Stage table size

25 25×25mm

40 40×40mm

60 60×60mm

80 80×80mm

2 Feeding position

Option 
code
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Manual Stage

B71- A (Feeding positionA) 

XYZ-axis Cross Roller Guide Stage 25 80: B71-25/40/60/80

 Stages combining XY-axis cross roller guide and Z-axis bracket.
 Main body is light weight by aluminum-made. 
 Selectable feeding position center pushing or side pushing.

B71- C (Feeding positionC) 

Dimensional outline drawings
CAD
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Model B71- 25AN 25CN Reference page 40A 40C Reference page 60A 60C Reference page 80A 80C Reference page

Z B31- 25AN 25CN P.2-079 40A 40C P.2-079 60A 60C P.2-079 80A 80C P.2-079

X Y B11- 25AN 25CN P.2-069 40A 40C P.2-069 60A 60C P.2-069 80A 80C P.2-071

Configuration
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29.5

SPEC Main material: Aluminum Surface finishing: Black alumite processing

Model Feeding position Travel distance 
(mm) Load capacity

Allowable load for moment (N m) Moment rigidity ( /N cm) Verticality
(Within) 

Motion varticality 
(Within) 

Weight
(kg) 

Provided screws 
 (Hex socket screws) Pitch Yaw Roll Pitch Yaw Roll

B71−

25 A: Center
C: Side
  Minimum reading of 

micrometer 
10μm/Scale

±3.2 0.5kgf [4.9N] 0.4 0.4 0.4 7.68 7.50 7.86

140μm 50μm

0.14 4 of M2 6

40
±6.5

1.0kgf [9.8N] 2.0 2.0 2.0 1.08 1.12 1.04 0.52 4 of M3 6

60 2.0kgf [19.6N] 4.3 4.3 5.2 0.30 0.29 0.31 0.98
4 of M4 6

80 ±12.5 5.0kgf [49N] 15.1 15.1 17.3 0.14 0.14 0.14 1.84 C: 1.97

Select the option code as below.

B71- C
1  Model

21

Specification

Center feeding position Side looks down

Code A
25 AN

C
25 CN

1 Stage table size

25 25×25mm

40 40×40mm

60 60×60mm

80 80×80mm

2 Feeding position

Option 
code


